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DIMENSION

ORDER INFORMATION

SPECIFICATION

DEW POINT TRANSMITTER

D
X

4~20mAA
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�Y�e�s

4 RS-485

1~5V

�W�a�l�l� �M�o�u�n�t�/�E�m�b�e�dW
D

Optional 

Flame-proof� ABS 

� Measuring Range:

 Response Time:
 LCD Screen:
 Protection:

Wall Mount/Embed/Tube/Separate Installation:

Wall Mount/Embed :IP20; Tube/Separate: IP65

<10 Sec(20% to 80℃of range ) 

 Housing Material:

�I�n�p�u�t� �T�y�p�e �O�u�t�p�u�t�I�n�s�t�a�l�l�a�t�i�o�n

AHT-304: H:0~100%RH D.P: 0~50℃
AHT-305: T�:0℃~100℃;0℃~50℃;-50℃~50℃� D.P: 0~50℃

 Power Supply:
 Sensing Component:

15~30VDC
CMOSens microchip integrated dual temperature and humidity sensor

 Operating Temp.: -20~80℃
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R  <500Ω
at 24Vdc 
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0~5V
0~10V R  <2.5KΩ

at 24Vdc 
L

Modbus(RTU)

�D�i�s�p�l�a�y� �S�c�r�e�e�n

�N�o A

B

�T� �:±�0�.�3℃
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�H� �:±�2�%
�(�1�0�~�9�0�%� �R�H�)
�T� �:±�0�.�3℃
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●Wall Mount

�C�o�d�e� �2 �C�o�d�e� �3 �C�o�d�e� �5�C�o�d�e� �4

 Fast signal responded, high accuracy and repeatability
 Micro electronic circuit design, high stability
 Multi installation, easily installation

Code 1  -   Code     Code 4   -   Code 52     Code 3


