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Transmitter
ytidimuH/.pmeT

Transmitter%RH

Temp./Humidity

Transmitter

%RH

         
      

   
DCTH-RA

DCTH
DCTH-H
DCTH-N

   

0~50 , 0~100 , -50~+50
32~122 , 32~212 , -58~122
0~100%RH
DC 18~30V
-20~+80  / below 90%RH.
-20~+60  / below 90%RH.
>1 sec.
4~20mA, 2-wire loop powered
RS-485

500
85(W) 120(H) 30(D)mm

Model DCTH
3% rH ,Accuracy:

Range:

Accuracy:
Range:

 0.4
-30~130 , 0~100%RH

Model DCTH-H 
1.8% rH , 0.2

-40~125 , 0~100% rH

Model
Input

1 Temp.+Humidity

Y Option

Output

1 DC 4~20mA                           2 Relay  2

3 RS-485 + Relay  2            R RS-485

1 DC 4~20mA

3 2 1
T V+RH

Power supply
DC 24V

mA

mA+ _

+ _

+
_

2 Relay 2           

Power

GND 24V+

5 34 2 168 7
comR1R2

Relay

3 RS-485+Relay 2

Power

GND 24V+

5 34 2 168 7
comR1R2

Relay

+_

RS-485

R RS-485
Power

GND 24V+

5 34 2 16
+ _

RS-485

Temp.:

Humi.:
Power environment:
Operating environment:
Storage environment:
Response time:
Output:

Load Resistance:
Size:

WIRELESS LoRa TYPE 
TEMPERATURE & HUMIDITY TRANSMITTER

SPECIFICATION

ORDER INFORMATION

WIRING CONNECTION

LCD Temp.+Humi.
LCD Temp.+Humi. LoRa type Temp.+Humi.

Temp.+Humi.


