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5 DIGITAL LCD
 LOOP-POWE RED METER 

(24* 48mm)

High brightness LCD background display range: -19999~99999; decimal point selectable

Accuracy:    0.1% F.S.    1 digit 
Measuring DC 4~20mAdc

+- +-

Meter depth 48.5 mm, easily installation

4~20mA
Input Type

 Surge Test:
Non�-volatile� EEPROM memory

Accuracy:

Touch switches Parameters Setting:
High efficiency LCDs high 10.16mm(0.4") Display Screen:

 Back Up Memory:
1.5KVac/1min. (input/power/display)

 Display Rang:

 Operating Temp.: 0~50℃(20 to 90% RH non-condensed)
 Storage Temperature: 0~70℃(20 to 90% RH non-condensed)

 Exciting Power: 12VDC±3%(<50mA)

2.5 cycles/sec Sampling Cycle:

100 ppm/℃(0~60℃)Temp. Coefficient:

±0.1% F.S. ±1digit (DC)

-19999~99999

Zero (Offset) Range:
Over Input Indication:
Polarity Display:
Back up Memory: EEPROM

Self Power
2KVac/ 1 min (Input/ Power)
Voltage: >2V: 20KΩ/ V

≦2V: >100MΩ
Current: ≧0.2A: 100mV

<0.2A: 1V

Dielectric Strength:
Power Supply:

Input Resistance:

Dimension:
Weight: 

When input is nrgative “-” display.

-19999~99999
doFL/ ioFL 或 -doFL/-ioFL

48(W)*24(H)*48.5(D)mm
150g


