
DPM-6 MANUAL

FRONT PANEL  & KEY FUNCTIONS

D Please understand key indicators & functions at the first operation.

SENSORS USING  MICRO-PROCESS METER
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1. In the measuring status, press this key can enter to parameter pages.
2. In the parameter setting, press this key can save the value & go to next parameter.

Shift Key 1. In the parameter setting , press this key can move the cursor left.

Down Key

Up Key

1. In the parameter setting , press this key can decrease the digits.

1. In the parameter setting, press this key can increase the digits.

Press key for
5 seconds

Press key for
5 seconds

Press key and key simultancity
5 seconds

Press key and key simultancity
5 seconds

Press key and
key simultancity

5 seconds

* ,It will be return to LEVEL1 ifyou
do not press any key for 60
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parameter parameter
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SET

SET

SET

SET

SET

SET

SET

PV unit(display or not display)

PV unit code ( optional )

SP as alarm parameter
scope: LSP~USP

AL1 set up
scope:-1999~9999

AL2 set up
scope:-1999~9999

AL3 set up
scope:-1999~9999

Return to PV state

Press key for
5 seconds

SET

SET

SET

SET

SET

SET

SET

SET

SET

No use

Date lock

Return to Hy1

SET

AL1 hystersis 
scope : LSP~USP

AL1 mode  
scope :0~10

AL2 hystersis 
scope : LSP~USP

AL2 mode  
scope :0~10

AL3 hystersis 
scope : LSP~USP

AL3 mode  
scope :0~10

No use

No use

LCK=010, level 2 and LEVEL 3 
can not change exclude LCK

SET

SET

SET

SET

SET

SET

SET

SET

SET

SET

SET

SET

SET

0:℃         1:° F

Return to InP

No use

No use

Input signal

Input signal lower
limitation set up
scope: -1999~9999

Input signal upper 
limitation set up
scope: -1999~9999

temperature unit exchange

Input filter
scope : 0~31

Decimal optional
scope :0~3

Transmission output 
lower limitation
scope: LSP~USP

Transmission output 
upper limitation
scope: LSP~USP

PV compensation
scope : -50~50

Communication address
0:9600
1:19200(ModBus)

communication load item

Press key and
key simultancity

5 seconds
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