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KW Indicator

KWH Indicator

MANUAL

1. In the measuring status, press this key can enter to parameter pages.
2. In the parameter setting, press this key can save the value & go toEnter Key &

Save Key &
Reset Key      next parameter.

1. In the parameter setting , press this key can move the cursor left.

1. In the parameter setting, press this key can increase the digits.

1. In the parameter setting , press this key can decrease the digits.Down Key

Shift Key

Up Key

3. Press this key for 10 sec can rese t the KWH val ue.

FRONT PANEL  & KEY FUNCTIONS

DescriptionsSymbolKey Name

**1. The following block charts are parameters codes, parameter codes &

parameter after the modification.
2. To modify the parameters, please press            , and press ENT to save the

3. Please don't forget the new pass code after modification.

parameters will alternate flashing if the parameters can be modified.

back to measuring status.
4. In any pages, press     &    , or don't press any keys for 2 minutes that will
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 Please understand key indicators & functions at the first operation.
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Power ON
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Block Charts

GENERAL MODE OPERATING PROCEDURES

 to select current decimal point.(0~3)
Current
Decimal Point(A.dP)

Range (A.dSP)
Current Display  to modify current display range.

Setting (Unit)
Watt Unit

Present value for measurementMea suring Status

DescriptionsDisplay Default

Press ENT

Press ENT

Press ENT

Press ENT

Press ENT

Press ENT

Press ENT

Press ENT
Press

Press
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Press ENT

 to select watt unit. (W / KW)Press

 to select watt decimal point.(0~3)
Watt
Decimal Point(W.dP) Press

 to select watt-hour decimal point.(0~1)
Watt-Hour
Decimal Point(WH.dP) Press

 to select kilo-watt decimal point.(0~3)
Kilo-Watt
Decimal Point(KW.dP) Press

 to select KWH decimal point.(0~1)
KWH Decimal  
Point(KWH.dP)

Press

 to select KWH reset function.(0~2)Reset Function 
Setting(rSt )

Press
 0: Reset by front panel key, external terminal, RS-485
1: Reset by external terminal, RS-485
2: Reset by RS-485

Address Setting

Baud Rate

Parity Setting

(Addr)

Setting (bAUd)

(PAri)

 to modify address (0~255).

to select baud rate (19200/9600/4800/2400).

to select parity (n.8.2/n.8.1/even/odd).

Press ENT

Press ENT

Press ENT

Press

Press

Press

Press ENT

Press ENT

Input Voltage

Input Current

Adjustment (dS-v)

Adjustment (dS-A)
PS:  To use this function to adjust the real A/O span.

PS:  To use this function to adjust the real A/O zero.

Press      to select adjusting speed rate, press       

Press      to select adjusting speed rate, press       

to modify the voltage value.

to modify the current value.
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